
User  and  Environm ent  
Fr iendly Solut ion in Form aldehyde Wast e Managem ent

Cont inuous operat ion w it h wast e m odule

Fully Automated Neutralization Device

Fully automatic  neutralization process

Continuous Operation

 Ability to neutralize 25L of waste formalin  

Ability to take samples for testing during each 

process

Safe and effective disposal without clogging  

A perfect design which is connectible up to four 

units of waste module

Online follow up process  via pH, temperature 

and dissolved oxygen  probes.



General Specif icat ions 

- System composed of main unit and waste tanks.

- All procedures can be monitored on the main 

screen step by step.

- Connectible up to 4 waste tanks for processing

- Once the waste tanks are full, formaldehyde 

waste transfers to the main unit automatically.

- The device automatically follows up  temperature, 

pH and dissolved oxygen amount to check the 

process is completed correctly. If the value is 

unexpected, the device warns the user before 

draining waste.

-  The device checks for the neutralization material 

before beginning the process and warns the user 

visually and by sound about the absence of the 

neutralizing material

- Neutralization process is completed within 30 

minutes.

- Sample collection chamber provides users the 

ability to test the reliability of the neutralization 

process every single time.

- When the neutralization procedure is completed, 

neutralized waste is drained to the sewage  

automatically.

 

Elect r ical requirem ent s 

Voltage: 210-230v AC  

Current: max 5A  

Frequency: 50-60Hz 

St orage requirem ent s 

Dimensions (WxDxH): 600X650X1150mm   

Weight  
Empty Tank Weight: 110kg  

Filled Tank Weight: up to 135kg 

Am biance t em perat ure 

Room Temperature: 20-50°C 
Humidity: 80% condensate drops 
Wast e Module Technical 
Specif icat ions

Elect r ical Param at ers

Voltage : 220-230V
Current: Max. 8A
Fuse: 2A
Frequency: 50-60Hz
Max. Power Consumption: 160W
Pressure: 2 bar

St orage Requirem ent s

Dimensions (WxDxH): 324x387x378 mm

Tank Capacity : 18L   
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